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In supersession of the existing building bye¬ 
laws in the Naini Tal Municipality promulgated 
with notification No 2037/XXIII-‘ll, dated Jan¬ 
uary 7, 1921 and subsequently amended the fol¬ 
lowing revised byelaws made by the Municipal 
Boatd, Naini Tal, under section 298 List I, Head¬ 
ing A and List II Heading II (n) of the United 
Provinces Municipalities Act, i9lf> and confirmed 
by the Deputy Commissioner Incharge, Kumaon 
Division, are iieieby published, as requued by 
section 301, sub section *2) of the said Act■ 


Building Bye-laws 


Under section 298 List I, Holding A and List II 
Heading II (ni, Building. 

Sub-1 ead (a) 

1. The Board hereby requires, with inference 
to sub section (2) of section 178, that notice be 
given in the case of all buildings whatsoever with¬ 
in municipal limits, vi 





Sub-head (b) 

2, With reference to clause (d) of sub-sec¬ 
tion (3) of section 178 where a building or a part 
of a building has been used or has been sanotionod 
as for a non-residential purpose it is declared that 
its alteration or use as a place for human habitation 
will amount to a material alteration for which 
sanction of the Board as required by section 178 
of the Municipalities Act, 1916, ia necessary be¬ 
fore suoh alteration or use. 

Bub head (c) 

3, Every notice of intention to erect, to r& 
erect, or make a material alteration in a building 
shall be accompanied by plans in triplicate and il 
specially required in quadruplicate as prescribed 
in the following bye-laws. Each suoh notice shall 
also be accompanied by a key plan in quadrupli¬ 
cate showing the precise situation of the building, 

Provided that in the case of a notice of intent 
tion to erect, re-erect or make a material alteration 


who shall report to the Board within two weeks 
from the date of receipt of the notice whether or 
not he has any objection to the proposed construc¬ 
tion. 

4. The bey plans shall be drawn to a scale 
from 60 to ICO feet to the inch and the building 
plan to a scale of not legs than 8 feet to the inoh. 
The scale used shall be marked on the plans, and 
the position of the north point relative to the site 
plan of the house shall also be clearly indicated. 
All plans must be signed by the applicant. They 
must show all details necessary to enable the Board 
to judge as to the suitability of the proposed build¬ 
ing. In particular, the following matters must he 
clearly shown of the plans, 

' (A) Site plan must 'show neatly and carefully 

drawn to scale — 

(11 the building or buildings, etc ; which it 
is proposed to construct or alter as the 
case may be; 


in a building or to make or enlarge a well abutting 
on a road maintained by the Public Works Deparf| 
ment or adjoining Public Works Department!, 
Military Canal or other Government property, tbl 
notice shall be in quadruplicate and shall be acf 
oompanied by plans in quadruplicate and key plai 
in triplicate. One copy of notice with a plan ant 
key plan shall on receipt be forwarded by tl® 
Board to offieer-in-oharge of the Public Wor® 
Department, Military, Canal or other Governnie# 
property for report before ^permission is grante|| 


(2j distance from each building, which if 
is proposed to construct or alter to the 
nearest existing building; 

(8) boundaries of the estate on which the 
building axe situated or aie to be situ¬ 
ated ; 

(4) the position of electric wires and pohs 
and their distance from the proposed 
building, the poles being irdicaled by 
-small circles and the wires by a single 




( 5 ) 


hill side and also the manner in which 
protective workB are to he made. The 
section of the hill should indicate the 

; hill slope to 50 feet above and 50 feet 
below the actual site on which building 
operation are proposed. 

The erOEs section showing the line of 
hill slope should be drawn to a scale 
not smaller than 20 feet to an inch and 
should indicate that the average gradi¬ 
ent is continuous at least over a length 
,o£ 200 feet measured along the hill 
slope. 

The plans must show, inter alia, the follow- 
ing *"■ 

(a) the ground floor and the position of the 
building relative "to adjoining streets, 
properties and unoccupied spaces; 

ib) the first or upper floor and each addi¬ 
tional floor; 

(o) the elevation of the building on the 
main frontage line 

(d) at least one cross section of the building 

including (in the case of bazar areas) 
the streets on which it abuts, showing 
the correct levels of ourtyards and open 
spaces, drains, streets lowest floor and 
plinth of the building; 







{ft 

(g) 

ill) 


tlon openings for each room on evertentire frontage of the building from the edge 

storey; f of the road must be left open if it subtends any 

,, . . . , , „ 1 municipal or Pablio Works Department road ex- 

the materials to be used for external . ,, . ,, lUnii 

- oept in the bazars other than those tacmg the Mall 


walls, party walls, foundations! roofs'^ 
ceilings floors and bathrooms; 

1 

the means of access to served privies, ; 
the purpose for which it is intended tc 


and the Motor roads. 


Sub-head (g) 


use the building; 


( 0 ) 


8, No mosque, temple, church or other sacred 
, building shall bo erected unless the frontage is «t 
. least 15 feet from the elge of the road on whioh 
li) whether the ihouse is to be palcka oi abuts 
kaohcha-pakka, and the material ot, 

whioh the outer convering of the roof. Sub-head (h) (i) 

will be made; and ! , , „ . 

1 9, The outer covering of all roofs must bo 

(j) in case of the bazar houses, the front, made of tiles, iron sheets or other approved 

lines aud the number of the adjoining, materials. 

houses. j 

I 10, If a proposed building will either during 

All new work should be md.catbd on lb* a(teI tho 00 „ a truction thereof, render an 
plan. ... ro.1 and es.ot.ng, .to. m blank, f , iM a00es „ ible {[0m the building or from 

Sub-head c) | seafolding erected for the construction thereof the 

I building the shall not be allowed, until in accoi’d" 
ance with the rules made under the Indian Elect¬ 
ricity Act, the aerial electric line has been altered 
or in the case of a r temporary addition or alteration 
securely guarded. 


5. 

for which a sanction, will remain in forco is one 
year. 


Sub-head (f; 


Sub head (h) (if) 


6. All flats, shops, offices and residential! 

houses of a modern type, erected or re-erected, must! 
be provided with a receptacle for letters in or at| U * Ever y * l0rSOn ‘ who erects ° r re ’ M8ctB & 
the door or gate post. jpuilding which is within 100 feet of the sewer shall, 

jif so ordered, link the privies in such building 

7, A space of at least 10 feet in width a 1 on g® with the sewer. 











i 10 ) 


( 11 ) 


outhouses and shall be easily accessible by a 
per path way. 


thickness*. 


p„ g^all ba of metal sheeting 22" gangs 

rDhey shall be straight and at every bend there 
shall be a funnel shaped receptacle at the top 
22. The house drains through which wanjf of the lower pipe with a diameter of not less than 
or sullage water is likely to pass must be made ( three times of the diameter of the pipe All joints 
half round or whole earthen-vrare glazed pipes n| shall be properly jointed and the pipe 
less than sis inches in diameter, properly laid uj securely fixed to the wall. The down 
on a bed of concrete not less than four inches thieh end within six inches of the bed of the surface 
where a house is connected with the sewer. It drain. Every kitchen, bathroom lavatory, e 
other cases the drain must be pakka masons shall have a round outlet of the same diameter as 
cement lined drain, and all joints must be render* the pipe and with a grating of a mesh not greater 


shall he 
pipo shall 


tight with cement, These latter drains must 


than in width. 

(ii) All sullage surface drains shall ba of a 
puoca masonry, cement lined half round or U or 
Y shaped, or glazed earthen-ware laid on a bed of 
cement concrete. These drains shall not be less 
than nine inches in diameter properly jointed, 
should be restricted to the lowsij The gradient shall not be loss than l in 12. At 
Right angled junctions either vef QVery t )9nc p turn or junction there shall be a pro¬ 
per curve and wider diameter, 

(iii) Where such drain passes under a wall or 
building, it shall be straight with an open¬ 
ing not less than nine inches diameter. M here a 
drain running along a passage is covered, it shall 
be eoveved with removeable slabs of cement con- 

’ crefe to permit cleaning and flushing easily. 

(iv) All these drains shall join the public 


connected with a municipal sewer or a drain fixe 1 , 
for the purpose by the Board or with a catch pi. 
The house stallage or surface drains are to be kef 
uncovered everywhere as far as possible for oot< 
venient scavenging and inspection The coverinji 
of tho drains 
po^ible limit, 
tical or horizontal should be avoided. These w§ 
be oblique and towards direction of flow. v \ hi 
connecting the h >use sullage with an undargtouif 
sewer a manhole and gully trap should be pro 
ded, 


23. Civil Station—All outhouses shall 
provided with eaves, gutter and down pipes, e 
to drain all storm water to a masonry cement lin t < 


drain joining the Public Works Department Nala| l 8 ? wer tbro11 8 h a ira P an(i manhole made to 

|| the satisfaction of the Chairman, Public Works 

Bazar Area-r^ AH ,1™ ^^^Departmeut and Medical Officer of licalth. 


24 Bazar Area-—(i) All down and gutf 
pipes carrying sullage shall not be less than s; 
inches diameter, coal-tarred inside and outside a 


lava- 


25. Civil Station— il All bath rooms, 
phrie#, kitohens, etc, shall have a smooth floor will 


) 


( is ) 


< 12 ) 

a gradient of not leas than 1" in 10' with a rOuwi] 
outlet not less than six inches diameter witlrj 
grating of quarter inch mesh. Surface drains shalj 
be half round or U or V shaped, of glazed earthen! 
ware or cement lined masonry with a proper gra- 
client leading to a bucket placed in a catclipit o| 
to crease and grit interceptor or a filter citchptf 
made to the satisfaction of the Chairman, Public 
Woiks Department und Medioal Officer of Health. ! 

ii) Where a public sewer is within 100 feet 
of an estate these drains shall be connected through 
a Gr, T and manhole. 

26. The house shall be provided with iron! 

gutters and down spouts to take all the rain watel 
which falls on its roofs, ebajjas or other projeo* 
tions. The gutters and down spouts shall he s 
securely fixed and (he latter shall discharge into 
the suriace drains bv an elbow piece, the orifice 
being not more than X foot above the level of the 
bed of the dram, ’ ! 

27. No sandas or drop latrine shall be allow¬ 
ed m any building. No room other than a bath-room 
or pi ivy shall be placed over or below a served 
privy. 

28. No latiine shall be allowed to open on 
any public street, unless it is screened by a secotfd 
door at least 5 feet in height or a wall at least 
8 feet high between the latrine door and the second 
door of scieon wall 

29 lively urinal, served privy ho placed in 
such a position as to admit of ail filth being ie- 
moved tlisi efrom and from the premises in which 


ma ^ s ^ ua ^ e< * without being carried 
^brought any room in which any person may reside 
&j0J b® employed. 

Jfl Sub-head (h) (ii) 

t , 80. Every room intended for or used for 

urfiftp habitation must have at least two ventila- 
ing openings of a total superficial area of not less 
sq. ft. 

31. When a house is used for dwelling pur¬ 
ges mot more than two-thirds of the total area of 
e site shall he built over. In the case of pro- 
srties where there are shops below and houses 
iove this bye-law shall not apply to the storey 
scupied by the shops, but shall apply to all other 
oreys. 

32, Bazar Area— f i) Any space between two 
looks of buildings or any other open space or 
aauk or lane shall not be allowed to be built upon, 
ny gap or open space in the upper floors or flats 
etween two buildings along a Btreet shall not be 
lised to the level for the adjoining buildings, 

(ii) No ebaulcs or open spaces or courtyards 
r lane in a building shall be allowed to be covered 
m\ 

(in) No closed or glazed balconies or verandah 
ball be allowed at the front or hack ol a building 
’here there are rnoie than two rooms in depth so 
b interfere with thorough ventilation, 

33. Civil Station —(i) No room in the out* 
muses shall be less than 100 sq. feet in area eon- 


fiidering the fact that a family resid-'s in one room 
which serves all purposes. 

(ii) Each room shall have a window o£ an area 
not lesa than one tenth of the floor area and shall 
be preferably facing the entrance to facilitate 
thorough ventilation and the windows shall be 
provided with a weather shade at an angle of 45°. 

34. Bazar Area--In every chauk where down 
pipe or pipes bringing sullage of the household 
terminate, there should be a little catchpit or a 
manhole or a grease and grit interupter to hold 
all slit and solid matters. 

Sub-head (h) (v) 

35. The lowest point of the plinth shall be 
at a minimum height of 12" above the ground 
level. 


39. The flue of the chimney of any fire-place 
in a house shall not be less than 144 square inches 
in a cross-sectional area, and the space underneath 
the fire grate and in front, to a width of 9" shall 
be of non-combustible material such as cement, 
stone, etc. This shall be enclosed by a small wall, 
at least 3" x 3’' to prevent ashes or cinders falling 
on to the boarded floor. 

Note—This byelaw 39 shall only be applicable 
to all residences outside bazar areas 

40. The work in all details pertaining to the 
construction of houses', bungalows, out-oftices, lat¬ 
rines and urinals, bathrooms, kitchens, drains, etc. 
shall be carried out in accordance to Public Works 
Department specifications Buildings and Roads 
as detailed in part ( 1) Section (A) Buildings (revised 
in 1936) Part (II) Sanitary Printed in 1920. 


36. Bazar Area—-No building or room shall 
be allowed to be erected which is not higher than 
the surrounding ground or hill by of atleast 
twelve inches. 


41. Bazar Area—(i) Not more than 3 rooms 
flhall be allowed in one row from front to back of 

f hiding excepting open verandahs and open 
ibalconies. 


37. Civil Station-—No room or house or build* 
ing shall be built against a hill or retaining wall, 
There must be an open space atleast 4 feet between 
the building and the hill. 


(ii) All cooking rooms shall be provided with 
Hue for the exit of smoke from the ground floor 
0 tbe top of the roof of the highest floor. 


Sub-head (h) (vi) 


38. No room intended for or used for human 
habitation shall have a height of less than 8 feet: 
to the wall plate. • 


(in) No living room shall be less tlian 100 sq. 
with a minimum width of 8' and a minimum 
^ght of the eaves of 8'. The height at the eaves 
[ balcomes and verandahs too shall not be less 


8 ft, 


p ;42, .Civil Station—Each room 






„sored from 2|" above the street edge must not 
exceed the width of the street on which it faces. 
But if the building or one or more of its storeys 
be set back from the edge of the street the height 
: of such a building or a portion set back may b© 
increased beyond the height otherwise allowed by 
' this bye-law by the distance that it is set back. 


Sub head (h) (viii) 


47. No piece of land shall he used as site for 
the erection of a building or a dwelling house or & 
.hut for human habitation, if the matter impreg¬ 
nated with faecal animal or vegetable matter un¬ 
less the site has been declared innocuous by a 
public health officer not below the rank of a 
medical officer of health and if otherwise suitable 
fcr building purposes from dm engineering point 
of view. 


48. A similar notice as in byo-hw no, 1 is 
ruju’rcd in the ease of enclosures, wall, fence, tent, 
awning, booth or temporary structure to he erected 
on any land within 60 feet from the edge of any 
public road in the municipality. 


List II, Heading II ( n ) 


4S, No cutting or excavation for constructing 
t( * bui,din " or for any other purpose will bo allowed 
on any plot of land where the average hill gradient 
|s moie than 1 in 2, To ensure that the gradient 

i ntends over a sufficient h ngth of hill-slope, such 
ln avern « 0 gradient should be continuous atleast 
>V6r a - length of 200 feet measured along the hill 











( 18 ) 


In addition, the local average gradient acrosjase of PI'jNI roofs and of a total hei_,lifc of 30 I , 

I the portion icinally proposed to be excavated an|rom the p’inth level to tie °P 0 a 100 ^ 

at least 15 feet beyond, both on the up-hill sidfase of flat roofs will bo allowed except m Lazar 
^ , , u Bas where ordinary byelaws will apply m this 

and on the down lull-side, should also not be mor! rsas > J J 

than 1 in 2 . « s P 6ot - 

.. . The height of each wall mensural Isom the 

, 50. (a) All masonry btailings are to b{. b , , r ,„ OD( . a 

, ... mi t r ■ ,,7 „ifloor to the cornet where the celling tool meets 

I built on earthquake proof lines, i. e. with smgipor ,,, 

i l • , i ci in 0 -walls shall not be less tlnn that 1 uu doun m 

'unit foundations and stringer courses at each iloot ' 10 nans 

level and eava level except the ground lloor. the following scales. 

t JFirst storey ••• 1U tt: - | / 

'bl R. C. C. single unit foundations will be a* Subsequent storeyB ... 8 It. 

least 6" thick and land on lime concrete or lime 05 . „ . -r, ... 

cement masonry and will extend to the who!(f 52. Adequate retaining wa 8 ’ e u 0 | 
*idth ot the foundation. :«■ department. olaudard sect,on wdl be pro- , 

Tided in preparing the site. 

(, 0 ) Stringer courses will ba of R. 0. G. at leaf , . . 

< .. r , ,, ■ , a ... , , , . •... (. The standard section means that the back will 

I 4.1 thick and Will extend to (be whole width of tli'i J.ne sunn ... 

I Tall|J .he vertical, top will be 2 ft. wide, face belter will 

|be 3:1 and foundation will be at right angles to 

'd^ Board lines of the designs of R. C. 4the face. 

single unit foundations and R.O. G. stringer courses , , , , 

, 1 1 . . , u . 1 • , The retaining walla will be founded on linn 

r.n «.n/>nrn in o* tn rhft ar\nrnvnr\ nasal ona filihiAAr. m & 


to be according to the approved designs subjeot 
alterations to suit special conditions. 


fground below. 

4 The site will be thoroughly drained far which 


(e) The above does not apply to temporal!• r«« wm - - 

wooden structures. In the case of sleel fraxneP ttr P° se ac ^ ec l ua ^ 0 h ucoa ra i QS e proTic et . 

constructions the frames are to be suitably conne® 
ted in line of stringer courses. I 

81 A copy of the board lines of the approved d||- 
aigns will be obtainable in the office of the Munir 
cipal Board at Rs, * 7 4 1 /- each. 


j 51. Only two storey of a total height of 35 f| 
from the plinth level to the top of the ridge bn tij 


